Introduction 1

This is a megapixel network camera which uses a SONY: Progressive

Scan Exmor CMOS Sensor.

Built-in triple codec(H.264, MPEG4 and MJPEG) and streaming server,

the advantage of this camera allow you to monitor real time image from
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<Caution>

Software, server and service may be changed according to policy or may
be stopped without prior notification.

Appearance, function and specification may be changed without prior
notification. Our company assumes no responsibility for visible or invisible
loss resulted from changes in policy or products.
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Safety Cautions

1. This camera may be damaged by electrical and physical shock.

2. Use regulated 12V DC power supply.

3. In case the unit fails, DO NOT try to disassemble the product.

Contact or consult the distributor or an authorized technician for after-sales
service. Warranty void for the product disassembled without an authorization
from the distributor or an authorized technician.

4. All responsibility by using this unit is on the user.

5.In case it is installed at high location, be sure to mount securely to prevent
the unit from falling below.

If the product is to be put out of operation definitively, take it to a local

recycling plant for a disposal which is not harmful to the environment.
Read the safety notice and important tips in the
included manuals before using your camera

IPC Quick guide

Please read the instruction carefully for correct use of the product and
preserve it for reference purposes. This specification is subject to change
without any prior notice to improve the quality.
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Setup - Network setting Video setting

~—® This Network camera supports triple streams simultaneously
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